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Light Without Boundaries

Instructions for Using Lumato Revit Families

Type Catalogs

When downloading the files from the Revit database online, you must save the text (.txt) file in the same
location as the Revit (.rfa) file. After importing the file, you will get a “Specify Types” dialog box. Moving from
left to right filter out desired family type and click OK.

The small arrows at the bottom right corner of each parameter are pull down menus. Once the user has filtered down to a single type,
no more filtering is required. All Type Filters correspond directly to their spec sheet ordering information.

Specify Types

Family: Types:
Lighting-Suspended Linear-1 Type Output [ Ratio | Voltage [ CCT [ Mounting | Color | Model Number [~
@ M @ M @ M @ M @y M @ v (all) ™

5Q-2-4-H-91-30-T1-W 1200 LMFT 90/10 120 3000K T-Grid White 5Q-2-4-H-91-30-T1-W
$Q-2-4-M-91-1230-T1-W | 900 LMFT 90/10 120 3000K T-Grid White 5Q-2-4-M-91-1230-T1-W
SQ-2-4-1-91-1230-T1-W 600 LMFT 90/10 120 3000K T-Grid White 5Q-2-4-1-91-1230-T1-W
5Q-2-4-H-72-1230-T1-W | 1200 LMFT 75/25 120 3000K T-Grid White 5Q-2-4-H-72-1230-T1-W
5Q-2-4-M-72-1230-T1-W | 900 LMFT 75/25 120 3000K T-Grid White 5Q-2-4-M-72-1230-T1-W
5Q-2-4-1-72-1230-T1-W 600 LMFT 75/25 120 3000K T-Grid White 5Q-2-4-1-72-1230-T1-W
SQ-2-4-H-64-1230-T1-W | 1200 LMFT 60/40 120 3000K T-Grid White 5Q-2-4-H-64-1230-T1-W
5Q-2-4-M-64-1230-T1-W | 900 LMFT 60/40 120 3000K T-Grid White 5Q-2-4-M-64-1230-T1-W
5Q-2-4-1-64-1230-T1-W 600 LMFT 60/40 120 3000K T-Grid White 5Q-2-4-1-64-1230-T1-W
5Q-2-4-H-55-1230-T1-W | 1200 LMFT 50/50 120 3000K T-Grid White 5Q-2-4-H-55-1230-T1-W
SQ-2-4-M-55-1230-T1-W | 900 LMFT 50/50 120 3000K T-Grid White 5Q-2-4-M-55-1230-T1-W
SQ-2-4-1-55-1230-T1-W 600 LMFT 50/50 120 3000K T-Grid White SQ-2-4-1-55-1230-T1-W
5Q-2-4-H-46-1230-T1-W | 1200 LMFT 40/60 120 3000K T-Grid White 5Q-2-4-H-46-1230-T1-W
SQ-2-4-M-46-1230-T1-W | 900 LMFT 40/60 120 3000K T-Grid White 5Q-2-4-M-46-1230-T1-W
SQ-2-4-1-46-1230-T1-W 600 LMFT 40/60 120 3000K T-Grid White SQ-2-4-1-46-1230-T1-W
SQ-2-4-H-27-1230-T1-W | 1200 LMFT 25/75 120 3000K T-Grid White SQ-2-4-H-27-1230-T1-W
5Q-2-4-M-27-1230-T1-W | 900 LMFT 25/75 120 3000K T-Grid White 5Q-2-4-M-27-1230-T1-W
5Q-2-4-1-27-1230-T1-W 600 LMFT 25/75 120 3000K T-Grid White 5Q-2-4-1-27-1230-T1-W
5Q-2-4-H-91-1230-T1-W | 1200 LMFT 90/10 270 3000K T-Grid White 5Q-2-4-H-91-1230-T1-W
5Q-2-4-M-91-2730-T1-W | 900 LMFT 90/10 270 3000K T-Grid White SQ-2-4-M-91-2730-T1-W
5Q-2-4-1-91-2730-T1-W 600 LMFT 90/10 270 3000K T-Grid White 5Q-2-4-1-91-2730-T1-W
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Select one or mare types on the right for each family listed on the left o Fp— Help

Visibility Parameters

If creating longer runs of fixtures from 4’ sections, you can turn the right or left cables off with a checked box
under the visibility parameter. Select the fixture and choose this option under properties. A parameter for
suspension length is also located here.
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